DRSB G1 - Bluetooth Downlight - Retrofit Series

Project:

CONTROL xP

Product #:

Type:

KEY FEATURES

. Bluetooth driver for wireless controls.

. App selectable lumen/power and CCT output.
. Preinstalled networked motion sensor.

. CATitle 24 compliant.

. Flicker free.
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SPECIFICATIONS

Housing Mounting CCTandCRI Distribution Electrical

Round, smooth, aluminum, heat sink Retrofit or new construction - App adjustable: 95° beam angle, UGR < 22. Standard voltage 120-277V

reflector. UL94-5VA fire rated PC materials recessed mount. 2700K -5000K - 90 CRI. 50/60 Hz

driver box. Spring loaded clips, 26" flexible . Certifications PF>0.9

conduit with knockout quick connector, Efficacy Lifespan ETL Listed. FCC compliant. 2.5KV surge protection

and aircraft cable for drop protection. Up t0 108 lumens per watt. Calculated L70 > 50,000 hours @ Wet location certified (non- THD <25%

) Lumen Output 25°C. conductive trim). Only 4" and Low noise <22dB

Ambient Temperature App adjustable: 6”models are IC Rated. LLLC

Suitable for use in -25° C to 40° C 4"-1100 Lm Max Warran‘ty‘ qualifying product. Dimming

(-13°F to 104°F). 672200 Lm Max 5-year limited warranty. Bluetooth wireless control.
' Comprehensive warranty terms can 0-100%

8" -3,250 Lm Max
10" - 4,000 Lm Max

ORDERING GUIDE

Example: DRSB 6R LS22 G1FSK MS

be located on www.slgus.com.

Fixture Type Lumen Output Generation Voltage Dimming Finish Motion Sensor
- DRSB Retrofit Downlight, |+ 4R-4"Round |« LS11 « G1First Generation « BLANK120-277V | « BLANK - FSK « BLANK « BLANK
Bluetooth - Controls 1,100 Lm/12W Max setting Wireless 0-100% | 2700K White No sensor.
Embedded app controlled. | 3000K . MS
3500K
< BR-6"Round | LS22 4000K Eco sensor for
2,200 Lm/21W Max setting 5000K ?nos:ﬂt’:nlllllegn;ns' pre-
-80CRI '
- 8R-8"Round |- LS33
3,250 Lm/30W Max setting
+ 10R-10"Round |+ LS40
4,000 Lm/38W Max setting

For stocking opportunities please reach out to your local SLG Lighting rep or contact sales@slgus.com.
Leadtimes may vary based on current inventory levels - always consult your local SLG Lighting rep for leadtimes and project needs.

Wall Washe
« STB45A-08WLI-300 |- DRS 4RW G3 « DX UNV «DTGR4RW |« WCB-DC-013 « ZCB-AC-09 « BLANK — )
Emergency Backup (8W) 4" Round Wall Washer | HOUSING _ & Goof ring. 3-Key, Wireless, Emergency Zone Commission and : <
é"%Rs g"}m VGVS . m:&gfﬁrgﬁgﬂg o %”%T ?R BRW Blssglgthnvéallus]vgtch. Controller, indoor. control your system E '

*Emergency backup ound Wall Washer | /IfIVArea " oof ring. p Wil through the free SLG B

drivers, batteries, and - DRS 8RW 63 4.678"and 10"DSRB. | | pr grgrw | 8-Key. Wireless, s o

accessories are designed 8" Round Wall Washer | * DR-MOUNTING | 8" Goof ring. Bluetooth wall switch. yne app. -

exclusively for SLG -PLATE «DTGRIORW | * WCB-'DC-UZS

Lighting fixtures and must Work with round 10" Goof ring. 5-Key, Wireless, Preinstalled motion sensor.

be factory-installed. Field
installation, third-party
modification, or use with
any non-SLG luminaire will

Wall Washers not
compatable with

preinstalled motion
sensor models.

donwlight 2°/3"/4"/8".

« DRR-UNV
-HOUSING
Dual-row, round

One cut out for
3"/4"/5"]8"
downlights and the
other for 2"/ 3"
downlights.

Bluetooth wall switch.

- WCB-AC-017S
7-Key, Line Voltage

Bluetooth wall switch.

id th . . - |
void the warranty. downlight housing, w;’:{ﬁ;,!:;?; for
with adjustable T-bar. WCB-DC-025

Accessories shown may require MOQ or advanced lead times - call to confirm all stocked items and full compatibility. Sales@slgus.com.
Options for spec needs available through special request - please contact sales@slgus.com with spec needs and project size.
Due to continuous product improvements, specification and/or equipment updates may change without notice.

DRSBG1.26.04

Last Updated: July 27, 2026 6:00 PM

©2026 SLG Lighting, Inc. All Rights Reserved.

11325 Cash Road, Suite #100, Houston, Texas 77477
713-389-5680 | sales@slgus.com | www.slgus.com



DRSB G1 - Bluetooth Downlight - Retrofit Series

Series Number Wattage Lumens CCT CRI
DRSB 4R LS11G1FSK 12 W Max 1,100 Lm Max
DRSB 6R LS22 G1FSK 21 W Max 2,200 Lm Max gzguo'é
3500K 90
4000K
DRSB 8RLS33 G1FSK 30 W Max 3,250 Lm Max 5000K
DRSB 10R LS40 G1FSK 38 W Max 4,000 Lm Max
3 ™
SLG o) ﬂ C This Bluetooth device is compatible with SLG Lighting control system only.
Download the SLG Sync App
Osls
[ I ]
. . S the QRcode to d load the SLG S ;
. The DRSB series features a Bluetooth driver that can be controlled from 0 - [ ) CET RO ¥NEEER
100% power and 2700K - 5000K CCT. ) -
. Download the SLG Sync app for free for commissioning. O} =
. Wireless light switch available and is paired through the SLG Sync app. —

Performance data based on vigorous, industry standard testing and has been verified by lab results.

Model Number Cut-Out
DRSB 4R LS1161FSK 4" Round 8" 475" 419" 494"
DRSB 6R LS22 G1FSK 6" Round 8.44" 5.88" 481" 6.13"
DRSB 8R LS33 G1FSK 8" Round 10.06" 138" 5" 156

DRSB 10R LS40 G1FSK 10" Round 1.38" 8.69" 5.5" 9"

Due to continuous product improvements, specification and/or equipment updates may change without notice.
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DRSB G1 - Bluetooth Downlight - Retrofit Series

PHOTOMETRICS
DRSB 4R LST1 61FSK - 4" Round - 3000K DRSB 8R LS33 G1FSK - 8" Round - 3000K

DATA OF LaMP PHDTOMETRIC DATA Eff: 107.46 1m/W DATA OF LAMP PHOTOMETRIC DATA Eff: 106.00 lm/W
MODEL ‘ Imax(cd) 617.1 S/MH(C0/180) 1.16 MODEL ‘ Imax (cd) 1182 S/MH (C0/180) 1301
NOMINAL POWER(W) | 12 LOR (2) 100.0 S5/MH(C90/270) 1.15 NOMINAL POWER(W) | 25 LOR(%) 100.0 S/MH (€90/270) 1.20
BATED VOLIAGR(V) | 120 TOTAL FLUX (1m) 1293.6 | n UP,DN(C0-180) 0.0,50.0 RATED VOLTAGE (V) | 120 TOTAL FLUX (1m) 2664.0 | n UP,DN(CO-180) 0.0,50.0
NOMINAL FLUX(Im) | 1293.61 | CIE CLASS DIRECT | » UP,DN(C180-360) 0.0,50.0 NOMINAL FLUX(Im) | 2663.99 | CIE CLASS DIRECT | n UR,DN(C180-360) 0.0,50.0
LAMPS INSIDE 1 n up(%) 0.0 CIBSE SHR NOM 1.25 LAMPS INSIDE 1 n up(%) 0.0 CIBSE SHR NOM 1.25
TEST VOLTAGE (V) 120 n down (¥} 100.0 CIBSE SER MEX 1.25 TEST VOLTAGE (V) 120 n down (%) 100.0 CIBSE SHR MAX 1.38
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DATA OF LAMP PHOTOMETRIC DATA Eff: 105.29 lm/W

MODEL ‘ Imax (cd) 1649 s /M (C0/180) 1.22

NOMINAL POWER (W) 34 LOR(%) 100.0 S /MH(C90/270) 1.21

RATED VOLTAGE (V) 120 TOTAL FLUX(lm) 3620.6 n UP,DN(CD-180) 0.0,45.9

NOMINAL FLUX(Im) | 3620.62 | CIE cLass DIRECT | n UP,DN(C180-360) 0.0,50.1

LAMPS INSIDE 1 n up(¥) 0.0 CIBSE SHR NOM 1.25

TEST VOLTAGE (V) 120 7 down (%) 100.0 CIBSE SHR MAX 1.35
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INSTALLATION

Suitable for retrofit and new construction

Due to continuous product improvements, specification and/or equipment updates may change without notice.
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DRSB G1 - Bluetooth Downlight - Retrofit Series

DRS 4/6/8RW G3 DX UNV HOUSING DT GR4/6/8/10 W WCB-DC-025 WCP-WP-01 ZCB-AC-09

Round Wall Washer, available New Construction Universal Downlight Goof Ring for 4, 6, Wall switch. Wall switch cover. Emergency Zone Controller,
in 4, 6, and 8 inch sizes. NOT Housing for 4", 6", 8" and 10" Round 8and 10 inch round fixtures. indoor.

compatable with motion Downlights.

sensor.

DR-MOUNTING-PLATE DRR-UNV-HOUSING
Round cut out 2.1"3" 3.75"4.25"5.25"6.25". Integrated with T-bar, Dual rows round,
Work with 2/3/4/6 round donwlight. big one cutout is: 3.2"4.3"5.2"6.3",

work with 3/4/5/6 inch round downlight,
small one cut out is 2.12.8" 3.7" work with
2/3inch round downlight.

ECO SENSOR OVERVIEW

PIR Sensor

Daylight Sensor

Reset Button

Front Back

do®

\ T

| L1
1 2 3 4 5 6nm

Effective PIR Sensor Range

Due to continuous product improvements, specification and/or equipment updates may change without notice.
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DRSB G1 - Bluetooth Downlight - Retrofit Series

GOOF RING DIMENSIONS

DT GR 4R W - 4" Round Goof Ring DT GR6R W - 6" Round Goof Ring DT GR 8R W - 8" Round Goof Ring DT GR10R W - 10" Round Goof Ring
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WALL WASH DIMENSIONS
DRS 4R W G3 - Wall Wash for 4" Round Downlights DRS 6R W G3 - Wall Wash for 8" Round Downlights
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DRS 8R W G3 - Wall Wash for 8" Round Downlights
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257. 50mm[10. 14in]

Due to continuous product improvements, specification and/or equipment updates may change without notice.
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