% S LG® EMD-LS08D-UNV-055 SPEC SHEET

Emergency LED Driver
LIGHTING

Product description

- Suit for 8W to 80W lamp with external led driver,

- Used with LiFePO4 battery.

- DC15-55V, output, 8W constant power

- LED emergency converter that can transfer standard LED
fitting into emergency LED fitting.

- Accessary test switch and charge indicator.

Applications

UL Listed for d dd locati Dimensions:
- isted for dry and damp locations. 1322 4 xW30xH21 mm
- For use on a wide range of LED fittings to convert them from L12.7'x W1.18'x HO.82'

standard to emergency fitting. = - 51.37
- Additional Relay that can control standard LED driver. O

= E ° =

- Deep discharge protection.
- Ambient range ta 0...50°C.
- IP20 protection.

- Not intended for use in luminaries for high-risk task area lighting.

Protections:

- Input over current protection.

- Output over voltage protection. Certificates:

- Output under current protection.

- Output short circuit protection. @ C

CERTIFIED

Model No. Input Voltage Output Voltage Output Power Battery Pack Duration (EM Mode)

2y B UNVRVE  100-347Vac 50/60Hz Li-ion 7.2V, 2.6Ah, 18.72 Wh 90 Minutes

Technical Data:

Item ‘ Data NOTICE: Emergency
Rated input voltage 100-347Vac, 50/60Hz backup battery/drivers
Input current 60mA recommended 'fOl' .
Input power 45w use with SLG L:gh‘tmg .
products only, using this
Power factor 0.5 @100VAC, 0.40@347VAC R .
: : product with a different
Output wire L-out N-out (LED load input) AC 5A Max ,
manufacturer’s product
Output voltage range DC15-55V, 60Vmax. . .
will void all warranty/
Output voltage(emergency mode) 7-8W constant power . o
return policies.
Battery pack voltage/capacity Li-ion 7.2V 2.6Ah 18.72Wh
Recharge current 0-300mA
Recharge time 24hours
Discharge time 90 minutes
Max. casing temperature tc 60°C
Ambient operating temperature ta 0-50°C
Design life 50000 hours
RFI/EMI FCC

Installation videos / Giveaways: mwww.Iinkedin.com/company/spring—lighting-group @ www.youtube.com/@SLGLighting
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Test switch
- Emergency conversion Kit will go into emergency mode if test switch is pressed when main supply is on, while it will go into charging mode

if test switch is not pressed.

- In emergency mode, press the test switch for 3 seconds to turn off the current emergency state.

LED indicator

Red stable: Charging mode
Charging Fully

OFF: Emergency mode

Indicator Light Status Comment

Red Stable Charging Mode, Fully charged AC mode, unit is operating correctly.
Flashing Battery Error Battery disconnected or fail
Continuous Flashing LED load abnormal self-check output abnormity
Cancel faulty mode

- End discharge
- Disconnect battery in emergency mode.
- Press test button over 3 seconds in emergency mode.

Battery Auto Connect function
Let battery enter into sleep mode while connecting emergency driver with battery.
Battery will be awake when main input power comes again.

AC line (24/7)-Red
AC line switch-Black

Neutral-White
Earth-Green

1 _Srywhie N LED emergency driver

Black/white

(o L | ()]
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RR R White
Neutral

/

= Gray+ ___ / Emergency LED driver must be grounded!
v Orange- Battery inside
Test switch and LED indicator Rechargeable and must be recycled

or disposed properly.

Installation videos / Giveaways: mwww.Iinkedin.com/company/spring—lighting-group @ www.youtube.com/@SLGLighting
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Installation instruction:

- PLEASE INSTALL THIS PRODUCT PROPERLY BY THE LICENSED ELECTRICIAN.

- PLEASE CHECK AND CONFIRM ALL THE DATA AND USAGE SURROUNDING BEFORE INSTALLATION.

- THIS ITEM COULD BE USED IN THE SEALED FIXTURES OR INSTALLED OPEN AREA OF THE FIXTURES.

- PLEASE KEEP IT AWAY FROM THE FLAMMABLE MATERIALS WITH A PLACE OF GOOD HEAT DISSIPATION.

— PLEASE CHARGE THE BATTERY CONSISTENTLY FOR >24 HOURS FOR THE FIRST TIME USAGE SO AS TO
ACTIVATE THE WHOLE BATTERY CELLS OF DISCHARGING/CHARGING DURATION.

N J

- Warranty 5 years, Battery pack 5Syears
- Except for the following circumstances:
1) Improper installation or operation.
2) Misuse.
3) Abuse.
4) Unauthorized or improper repair alteration.
5) Accident or negligence in use, storage, transportation.
6) Any natural acts.

* If users would like to change the batteries pack, please use the nominated models of STREAMER, then it will be under the warranty .

CAUTION:

- DO NOT USE OUTDOORS.

- DO NOT MOUNT NEAR GAS OR ELECTRONIC HEATERS.

- EQUIPMENT SHOULD BE MOUNTED IN LOCATIONS AND AT HEIGHTS WHERE IT WILL NOT BE SUBJECTED TO TAMPERING BY UNAUTHO
RIZED PERSONNEL.

- THE USE OF ACCESSORY EQUIPMENT NOT RECOMMENDED BY THE MANUFACTURER MAY CAUSE AN UNSAFE CONDITION.

- DO NOT USE THIS EQUIPMENT FOR OTHER THAN ITS INTENDED USE.

- Use with grounded, UL Listed, damp location rated fixtures and case should be grounding.

- The equipment is intended for ordinary locations and for permanent installation into one or more Listed emergency luminaires.

NOTICE: Emergency backup battery/drivers recommended for use with SLG Lighting products
only, using this product with a different manufacturer’s product will void all warranty/return
policies.
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