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Project:

Catalog #:

Fixture Type:

Notes:

Emergency Lighting Series

ELTP G1 MI W 
Thermoplastic Emergency Light - Medium Lumen Internal

Thermoplastic Emergency Light - Medium 
Lumen, Internal LED lamp heads

Features:
• 2 medium intensity lamp heads

• 24 hour recharge, 90 min discharge

• Easy installation

• Test switch and battery charging indicator

• Maintenance free LiFePO4 battery

• 3 Year Warranty

Ordering Information
Product Number Description

ELTP G1 MI W Thermoplastic Emergency Light - 
Medium Lumen Internal

Voltage
120/277V AC

Housing
Injection molded 
thermoplastic plastic, 5VA 
flame resistant.

Mounting 
Suitable for wall and ceiling 
mount. Top knockout for 
conduit applications.

Operating Temperature
5°C to 50°C (41°F to 122°F) 

Emergency Light Output
LED lamp heads, 700 Lumens

Certifications
UL listed for damp locations, 
NFPA 70, NFPA 101 life safety 
code. Complies with CEC title 
20 efficiency regulations.

Finish
White 

Warranty
3 Year warranty 

Specifications

ORDERING GUIDE Example: ELTP G1 MI W

Fixture Type Material Generation Voltage Lumen Output Lights Placement Finish

•	 EL Emergency Light •	 TP 
Thermoplastic

•	 G1 First 
Generation

•	 BLANK 
120-277 V

•	 M        
Medium Lumen Output

•	 I        
Internal

•	 W              
White
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Parameters

Dimensions:

Model ELTP G1 MI

Battery  LiFePO4 6.4V2000mAh

Recharge Time 24 Hours

Emergency Duration 90 Minutes

Input Voltage/Freq. 120/277V
60Hz

Input Current 70mA

Power Consumption 5W

Lamp Heads x 2 2.7W

Lumen Output 700 Lm

Photometrics

Model

7.5ft Mount Height 7.5ft Mount Height 10ft Mount Height 10ft Mount Height

6ft Wide corridor
3ft Wide path

6ft Wide corridor
6ft Wide path

6ft Wide corridor
3ft Wide path

6ft Wide corridor
6ft Wide path

ELTPW MI (700 Lm) 75ft spacing 70ft spacing 70ft spacing 60ft spacing

ELTP MI, 21.5° beam angle

Spacing distance

Mounting height

Corridor width 6ft

Average 1fc, minimum 0.1fc
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